
TANK CLEANING NOZZLES
 FOR INDUSTRIAL APPLICATIONS

INFORMATIONAL BROCHURE

SPRAY NOZZLES
FOR INDUSTRIAL
APPLICATIONS



STATIC CLEANING 
NOZZLES
Static spray balls do not rotate. 
It's the simplest tank-washing device, 
typically used in thousands of 
industries for its reliability. 
The low impact value of their jets, with 
the required high water flow rates, 
restricts their use to small tanks and 
processes where easily soluble liquids 
must be removed, non-viscous, or of 
poor adhesiveness.

ROTATING CLEANING 
NOZZLES
Rotating cleaning nozzles use 
movement generated by a motor or 
the cleaning liquid itself. 
This technology enables them to 
remove both viscous and non-viscous 
fluids, making them widely applicable 
in various industrial cleaning systems.

HIGH-PRESSURE 
CLEANING NOZZLES
High-pressure cleaning nozzles 
operate at pressures exceeding 70 bar. 
Their high-impact jets consume less 
liquid than other devices, providing 
significant long-term savings. 
These tools are ideal for applications 
requiring precision and power, such as 
cleaning tanks and components in 
industrial settings.

WE MANUFACTURE 
AND DISTRIBUTE 
STATIC, ROTATING, 
AND HIGH-PRESSURE 
CLEANING NOZZLES 
FOR INDUSTRIAL TANKS
Tank cleaning nozzles are industrial devices designed for 
cleaning and sanitizing tanks, drums, IBCs, scrubbers, and 
containers of all sizes. 

They can also be used in industrial washing systems to 
clean dumpsters, vehicle undercarriages, and other 
hard-to-reach areas.

TYPES OF TANK 
CLEANING NOZZLES 
BY PNR ITALIA
We can divide tank washing devices into static, 
rotating or high-pressure. 
Rotating cleaning nozzles can be further 
categorized into free-spinning or controlled 
rotation models.

CERTIFICATIONS AND COMPLIANCE 
FOR CLEANING NOZZLES

   ATEX | Derived from the French words 
   ATmosphères and EXplosives (in Italian: 
   "atmosfere esplosive"), ATEX is the conventional 
name given to the European Union Directive 2014/34/EU, 
which regulates equipment intended for use in explosive 
atmospheres.

   3-A | The 3-A Sanitary Standards is an American 
   regulation governing the design and 
   manufacturing of equipment intended for 
contact with food. 
The primary goal of 3-A is to protect individuals from 
risks associated with potential food contamination.

   FDA COMPLIANT | Certifications vary for each 
   model of tank cleaning nozzle. 
Visit the product pages on our website and contact our 
sales team for verifications and inquiries.

   FCMS | The Declaration of Compliance for FCMs 
   (Food Contact Materials) is a mandatory 
   certification ensuring compliance with specific 
production and raw materials requirements, as outlined 
by food hygiene regulations under EU Regulation 
1935/2004.

Certifications vary for each model of tank cleaning nozzle. 
Visit the product pages on our website and contact our sales team for 
verifications and inquiries.



clip-on 316L s.s.
2,6 ÷ 19,3
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UA3 3,52,51,0 360° 180°
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180°

DOWN

threaded 
(1”) 316L s.s. 88 ÷ 115

[4 bar]UBT 11,010,04,0 360°

threaded 
(1/2” ÷ 3”) PTFE 30 ÷ 1380

[3 bar]
UBB 4,03,51,5 360° 180°

UP

180°

DOWN

270°

UP

270°

DOWN

threaded 
(3/4” or 1-1/2”)

316L s.s.
PTFE

50 ÷ 110
[3 bar] 4,510,03,0 360° 270°

DOWN

180°

DOWN

UBA

threaded 
(3/8”) 316L s.s. 13 ÷ 54

[3 bar] 3,010,02,0 360°UBD S

threaded 
(1/2”)

303 s.s.
316L s.s.

22 ÷ 145
[3 bar] 3,55,02,0 240°

DOWN

UAB

threaded 
(1/8” ÷ 1-1/4”), 
clip-on, welded

316L s.s. 
Hastelloy C267
Titanium Gr2

1,2 ÷ 49,1
m3/h
[1 bar] 

3,52,51,0 360° 180°

UP

270°

UP

100°

LAT

270°

DOWN

180°

DOWN

UAC

threaded
(3/4” ÷ 2”)

303 s.s.
316L s.s. 
Brass

8,26 ÷ 481
[3 bar] 3,010,01,0 360°CH 180°

DOWN

threaded 
(3/8” ÷ 1-1/4”), 
clip-on, welded

316L s.s. 10 ÷ 300
[3 bar] 3,27,02,0 360° 270°

UP

180°

DOWN

270°

DOWN

180°

UP

UBC

threaded 
(1/4” ÷ 1-1/2”)

316L s.s.
Hastelloy C22

35 ÷ 210
[3 bar] 4,87,02,0 360° 180°

UP

180°

DOWN

UBD

threaded 
(1/4” ÷ 1-1/2”)

PTFE
PEEK
PTFE + 15% graphite

35 ÷ 210
[3 bar] 3,06,02,0 360° 180°

UP

180°

DOWN

UBD A

threaded 
(1/2”)

316L s.s.
Hastelloy C22

22 ÷ 38
[3 bar] 1,512,02,0 100°

LAT

270°

DOWN

UBF

threaded 
(1/2”)

316L s.s.
PVDF, PTFE
Hastelloy C22

20 ÷ 25
[3 bar] 2,54,02,0 360° 270°

DOWN

180°

DOWN

UBF A

threaded 
(1/8”)

316L s.s.
PTFE

4,5 ÷ 5,5
[3 bar]

0,84,02,0 270°

DOWN

UBF S

threaded 
(1/4” ÷ 3/4”)

316L s.s.
PTFE
PEEK

10 ÷ 70
[3 bar] 3,56,02,0 360° 270°

UP

270°

DOWN

UBX

clip-on
for Ø19 pipes

316L s.s. 
PEEK + 
10% PTFE

40 ÷ 100
[3 bar] 3,03,01,0 360°UB3 A

threaded 
(3/8”)

316L s.s. 
PA12

7,9 ÷ 36,9
[35 bar] 2,015010,0 360°UBR

tri-clamp
(1” 1/2)

316L s.s. 
VITON
PEEK FDA

35,5
[3 bar]

2,57,03,0UKK 320°

UP

SERIES CONNECTIONS MATERIALS
FLOW RATE
RANGE
(lpm)

OPERATING 
PRESSURE
(bar)

MAX WETTING
RADIUS
(m)

SPRAY 
COVERAGE
(deg)



A GLOBAL PRESENCE 
ALL OVER THE WORLD. 
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PNR ITALIA SRL - Socio Unico
Via Gandini 2, 27058 Voghera (PV) Italy
For more information, visit www.pnr.eu

Call or write us for customized solutions!
+39 0383 344 611            info@pnr.it


